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RECOM 3/4 SR EC L RECOM 3/4 SR EC R

Model
Dimensions [mm]

H W L H1 W1 L1 D

RECOM 3/4 EC L/R 588 598 515 638 397 209 160
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RECOM 6 SR EC L RECOM 6 SR EC R

Model
Dimensions [mm]

H W L H1 W1 W2 W3 L1 L2 D D1

RECOM 6 SR EC L/R 750 900 609 828 427 192 140 248 167 200 125
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AIR HANDLING UNITS WITH HEAT RECOVERY

L

W3W2W1

W

D D1

L1
L2

HH
1



WWW.VENTILATION-SYSTEM.COMWWW.VENTILATION-SYSTEM.COM

0 10 20 30 40 50 60 70 80 90 100 110

0

50

100

150

200

250

300

350

400

0 50 100 150 200 250 300 350 400

84

86

88

90

0 50 100 150 200 250 300 350 400

80

84

88

92

0 50 100 150 200 250 300 350 400

0 10 20 30 40 50 60 70 80 90 100 110 120

0

50

100

150

200

250

300

350

400

0 50 100 150 200 250 300 350 400 450

84

86

88

90

0 50 100 150 200 250 300 350 400 450

0 50 100 150 200 250 300 350 400 450
78

82

86

90

94

SFP 2.0 W/l/s

SFP 1.8 W/l/s

SFP 1.6 W/l/s

SFP 1.4 W/l/s

SFP 1.2 W/l/s

SFP 1.0 W/l/s

SFP 0.8 W/l/s

SFP 0.6 W/l/s

7
8

9 4

5

6

2

3

1

78
9

4

5

6

2

3

1

SFP 0.6 W/l/s

SFP 0.8 W/l/s

SFP 1.0 W/l/s

SFP 1.1 W/l/s

SFP 1.4 W/l/s

SFP 1.6 W/l/s

SFP 1.8 W/l/s

SFP 2.0
Boost speed 

W/l/s

0 10 20 30 40 50 60 70 80 90 100 110

0

50

100

150

200

250

300

350

400

0 50 100 150 200 250 300 350 400

84

86

88

90

0 50 100 150 200 250 300 350 400

80

84

88

92

0 50 100 150 200 250 300 350 400

0 10 20 30 40 50 60 70 80 90 100 110 120

0

50

100

150

200

250

300

350

400

0 50 100 150 200 250 300 350 400 450

84

86

88

90

0 50 100 150 200 250 300 350 400 450

0 50 100 150 200 250 300 350 400 450
78

82

86

90

94

SFP 2.0 W/l/s

SFP 1.8 W/l/s

SFP 1.6 W/l/s

SFP 1.4 W/l/s

SFP 1.2 W/l/s

SFP 1.0 W/l/s

SFP 0.8 W/l/s

SFP 0.6 W/l/s

SFP 2.0 W/l/s
SFP 1.8 W/l/s
SFP 1.6 W/l/s
SFP 1.4 W/l/s
SFP 1.2 W/l/s
SFP 1.0 W/l/s
SFP 0.8 W/l/s
SFP 0.6 W/l/s

7
8

9 4

5

6

2

3

1

78
9

4

5

6

2

3

1

Technical data
St

at
ic

 p
re

ss
ur

e 
Δ

P 
[P

a]

St
at

ic
 p

re
ss

ur
e 

Δ
P 

[P
a]

Air flow [l/s] Air flow [l/s]
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Air flow [m3/h] Air flow [m3/h]

Air flow [m3/h] Air flow [m3/h]

Air flow [m3/h] Air flow [m3/h]

RECOM 3 SR EC RECOM 4 SR EC

RECOM 3 SR EC RECOM 4 SR EC

RECOM 3 SRS EC RECOM 4 SRS EC

Model
RECOM

3 SR EC L/R
RECOM

3 SRS EC L/R
RECOM

4 SR EC L/R
RECOM

4 SRS EC L/R

Voltage [V / 50-60 Hz] 230
Max. unit power without electric heater [W] 179
Integrated electric heater power [W] 1200 1200 1200 1200

Max. unit power [W] 1379 1379 1457 1457
Max. unit current without electric heater [A] 1,34 1,34 1,76 1,76
Integrated electric heater current [A] 5,32 5,32 5,32 5,32
Max. unit current [A] 6,66 6,66 7,08 7,08
Max air flow [m3/h] 382 382 447 447
Sound pressure level at 3 m distance [dBA] 26 26 28 28
Max. operating temperature [°C] - 25...+40
Case material painted steel
Insulation 40
Extract filter G4 / Coarse > 60%
Supply filters G4 / Coarse > 60% (option F7 / ePM1 60%)
Connected air duct diameter  [mm] 160
Weight [kg] 57 58
Heat recovery efficiency [%] 89 86 89 85
Heat exchanger type condensing sorption condensing sorption
SEC class A+ A+ A+ A

RECOM 3 SR EC
A-weighted sound power level 
(p.1 on the diagram)

Gen. Octave frequency band, Hz LpA, 
3m

dB(A)

LpA, 
1m

dB(A)dB(A) 63 125 250 500 1000 2000 4000 8000

LwA to supply inlet dB(A) 67 43 46 49 53 58 54 50 51 47 56

LwA to supply outlet dB(A) 70 45 48 52 56 61 57 53 54 49 59
LwA to exhaust inlet dB(A) 50 29 32 36 40 41 32 28 26 29 39

LwA to exhaust outlet dB(A) 48 28 30 34 38 39 30 27 25 28 37
LwA to environment dB(A) 54 30 38 37 41 44 42 38 34 33 43

RECOM 4 SR EC
A-weighted sound power level 
(p.1 on the diagram)

Gen. Octave frequency band, Hz LpA, 
3m

dB(A)

LpA, 
1m

dB(A)dB(A) 63 125 250 500 1000 2000 4000 8000

LwA to supply inlet dB(A) 61 42 45 48 51 52 45 42 44 42 50

LwA to supply outlet dB(A) 64 44 47 51 54 55 47 44 46 44 53
LwA to exhaust inlet dB(A) 56 38 41 45 46 47 39 35 29 36 45

LwA to exhaust outlet dB(A) 53 36 39 43 44 45 37 33 28 34 43
LwA to environment dB(A) 57 35 43 42 45 44 44 43 38 37 46

RECOM 3 SR EC
A-weighted sound power level 
(p.4 on the diagram)

Gen. Octave frequency band, Hz LpA, 
3m

dB(A)

LpA, 
1m

dB(A)dB(A) 63 125 250 500 1000 2000 4000 8000

LwA to supply inlet dB(A) 63 38 41 45 49 54 48 45 46 43 52
LwA to supply outlet dB(A) 65 40 43 47 52 57 51 47 48 44 54

LwA to exhaust inlet dB(A) 46 24 27 31 34 37 26 23 24 25 35
LwA to exhaust outlet dB(A) 48 25 28 33 36 39 27 24 25 26 37

LwA to environment dB(A) 47 24 32 31 34 41 33 30 26 26 36

RECOM 4 SR EC
A-weighted sound power level 
(p.4 on the diagram)

Gen. Octave frequency band, Hz LpA, 
3m

dB(A)

LpA, 
1m

dB(A)dB(A) 63 125 250 500 1000 2000 4000 8000

LwA to supply inlet dB(A) 56 33 36 40 44 51 36 32 31 37 46
LwA to supply outlet dB(A) 58 35 38 42 46 54 38 34 33 38 47

LwA to exhaust inlet dB(A) 47 28 31 35 37 40 26 23 24 26 36
LwA to exhaust outlet dB(A) 49 29 33 37 39 42 27 24 25 27 38

LwA to environment dB(A) 48 29 37 36 38 37 35 33 26 28 37

*Sound pressure level at 3 m distance is specified at point 4 [dBA]
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